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FM 10-67

CONVERSION CHART FOR TANK CARS
AND TANK VEHICLES

-
8 a PRODUCT | AVGAS MOGAS JET FUEL JET FUEL | PETROLEUM | KEROSENE
8 w  TOBE MIL-G- MIL-G- MIL-T-5624, MIL-T- SOLVENT OR | VV-K-211
ez E LOADED 5572. 3056, VV- | JP-4, MOGAS, 5624, PAINT
=S G-76,L/L U/L, VV-G- JP-5, THINNER.
< | VV-G-001690 001690
NATURAL Drain Drain Drain Steam Steam Steam
GASOLINE Empty Empty Empty Dry Dry Dry
AVGAS Drain Drain Drain Steam Steam Steam
MIL-G-5572 Empty Empty Empty Dry Dry Dry
MOGAS
MIL-G-3056, Drain Drain Drain Steam Steam Steam
VV-G-76, L/L, Empty Empty Empty Dry Dry Dry
VV-G-001690
JET FUEL, MIL-
T-5624, JP-4, Drain Jrain Drain Steam Steam Steam
MOGAS, U/L Empty Empty Empty Dry Dry Dry
VV-G-001690 (4)
JET FUEL Drain Drain Drain Drain Drain Drain
'\_I!_IIZ'T'SGZA' Empty Empty Empty Empty Empty Empty
JP-b.
PETROLEUM
SOLVENT OR Steam Drain Drain Drain Drain Drain
PAINT THIN- Dry Empty Empty Empty Empty Empty
NER.
KEROSENE Steam Drain Drain Drain Drain Drain
VV-K-211. Dry Empty Empty Empty Empty Empty
,D_l_I_ES,_EL,‘,_F,\L,J_lE L Steam Drain Steam Steam Steam Steam
MiL-F-16884
i Di Empt D D D Dr
VV-F-800. ry mpty ry ry ry y
,B,URNER_ FUEL Steam Drain Steam Steam Steam Steam
Cilz VV-F-
D Empt Dr Dr Dr Dr
815, GR. 1 &2 v Pty v v Y v
BURNER FUEL 1 s NO NO NC NC NO
OIL VV-F-
LOAD LOAD LOAD LOAD
815,GR. 4,586 | “OAP LOAD
LUBRICATING NO NO NO NO NO NO
OILS. LOAD LOAD LOAD LOAD LOAD LOAD
JET FUEL ] )
MIL.T-25524 Drain Drain Drain Drain Drain Drain
JPTS, MIL-T- Empty Empty Empty Empty Empty Empty
38219, JP-7.

NOTES:

(a) Applicable only when loading compatible oils; otherwise steam and dry.

(b) To be loaded only in aluminum, stainless steel equipment lined with an approved epoxy

coating. If equipment is coated, clean with hot fresh water not exceeding 135° F_ and dry thor

1. Equipment carrying lubricating oil must be dry and free from loose rust, scale, and dirt. Equipment carrying

other products must be substantially free from loose rust, scale, and dirt.
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FM 10-67

CONVERSION CHART FOR TANK CARS

AND TANK VEHICLES
S
2 PRODUCT |DIESEL FUEL BURNER BURNER LUBRI- JET FUEL
8 w TO BE MIL-F-16884 FUEL OIL FUEL OIL | CATING | MIL-T-25524,
« % LOADED VV-F-800. VV-F-815. | VV-F-815, OiLS. JPTS, MiL-
= g GR. 1&2. | GR. 4, 5&6. T-38219, JP-7.
<q l (b}
-
NATURAL Steam Steam Steam Steam Steam
GASOLINE Dry Dry Dry Dry Dry
AVGAS Steam Steam Steam Steam Steam
Mit-G-5572 Dry Dry Dry Dry Dry
MOGAS
MIL-G-3056, Steam Steam Steam Steam Steam
VV-G-76, L/L, Dry Dry Dry Dry Dry
VV-G-001690

JET FUEL, MIL-

T-5624, P-4, Steam Steam Steam Steam Steam

MOGAS, U/L Dry Dry Dry Dry Dry

VV-G-001690

JMtITL FTUS—Z;tt Drain Drain Drain ::j;: ?f( Steam
19624, E

P5, Empty Empty mpty Required Dry

PETROLEUM

SOLVENT OR Steam Drain Drain Steam Steam

PAINT THIN- Dry Empty Empty Dry Dry

NER.

KEROSENE Drain Drain Drain Steam Steam

VV-K-211. Empty Empty Empty Dry Dry

DIESEL FUEL . . R Drain &

MIL-F-16884, g:”l Er':": Er’:";v Flush if gtream

VV-F-800. Pty Pty P Required Y

BURNER FUEL Drain &

OIL VV-E- Erain EDrain Erain Elush if gteam

815,GR. 1 &2 mety mpty mpty Required Y

BURNER FUEL

NO NO Drain NO NO
OIL VV-F-
815 GR. 4,5 &6 LOAD LOAD Empty LOAD LOAD
LUBRICATING Drain Drain Drain Drain Steam
OILS. Empty Empty Empty Empty (a) Dry
JET FUEL
MIL-T-25524, Drain Drain Drain Steam Steam
JPTS, MIL-T- Empty Empty Empty Dry Dry
38219, JP-7.

2. Saran lined equipment should not be steam cleaned; water wash should suffice.

3. Petroleum products will not be loaded into transportation equipment that previously carried liquid
fertilizers, caustic or acid.

4, When JP-4 is to be loaded after gasolines, conveyance should be ““Steam and Dry” because some additives
in gasoline affect WSIM.
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